
Standard dimensions
(other dimensions available on request)
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Nomex® honeycomb - commercial

Honeycomb core’s properties
Nomenclature Compression 

Strength L-Shear W-Shear

Cell size
mm

Density
kg/m3 N/mm2 N/mm2 N/mm2

Hexagonal 3,2 48 1,90 1,16 0,62
Hexagonal 3,2 64 3,10 1,48 0,82
Hexagonal 3,2 80 4,70 1,95 1,05
Hexagonal 3,2 96 6,60 2,45 1,42
Hexagonal 3,2 128 11,30 2,95 1,78
Hexagonal 3,2 144 13,20 3,05 1,90

Hexagonal 4,0 29 0,60 0,45 0,26
Hexagonal 4,0 80 5,10 1,90 0,98

Hexagonal 4,8 32 0,90 0,58 0,36
Hexagonal 4,8 48 2,60 0,98 0,56
Hexagonal 4,8 64 3,40 1,70 0,92
Hexagonal 4,8 80 6,00 1,95 1,10
Hexagonal 4,8 96 7,30 2,26 1,32

Hexagonal 6,4 24 0,54 0,34 0,18
Hexagonal 6,4 32 0,80 0,54 0,30
Hexagonal 6,4 48 2,05 1,00 0,56
Hexagonal 6,4 64 3,40 1,54 0,79

Hexagonal 9,6 24 0,52 0,32 0,16
Hexagonal 9,6 32 0,68 0,56 0,29
Hexagonal 9,6 48 1,80 1,15 0,66

Over expanded 4,8 29 0,60 0,31 0,32
Over expanded 4,8 48 2,30 0,60 0,72
Over expanded 4,8 64 3,80 0,72 0,90
Over expanded 4,8 72 4,00 0,75 0,92
Over expanded 4,8 80 5,30 0,88 1,17
Over expanded 4,8 96 6,70 0,92 1,28

Over expanded 6,4 48 2,30 0,60 0,72
Over expanded 6,4 64 3,20 0,72 0,90
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Hexagonal cell sizes

Rectangular cell sizes

Density tolerance +/- 16%
Thickness’ tolerance: +/- 0.250 mm
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CEL Components S.r.l.  
Via Ca’ dell’Orbo Sud 4 - 40055 Castenaso (Bologna) Italy
Tel. +39 051 782505  Fax +39 051 782477
www.cel.eu   info@cel.eu
P.IVA 04102600378   CCIAA BO 0339628
ALUMINIUM AND THERMOPLASTIC HONEYCOMBS, LAMINATES, SANDWICH PANELS
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LIABILITY DISCLAIMER: The above data are to the best of our knowledge correct and are intended to give information about our products and their 
potential applications. No warranty is given or implied in respect of certain properties of the products or their suitability for a particular application. 
We reserve the right for technical changes without further notice. We guarantee impeccable product quality under our terms of sale.

Nomex® honeycomb core is an extremely lightweight, high strength, 
non metallic product manufactured with aramid fi ber paper impregnated 
with a heat resistant phenolic resin.
This core material offers unique combination of properties which allows 
superior electrical insulation. Aramid paper is used in boat hulls, auto 
racing bodies and military shelters.
Furthermore it’s very appreciated by the aeronautical, railway and 
shipyard industry. 

Our clients can choose between industrial and aeronautical grade. 


